
New HFCF 

Aug,  2013 

Horizontal Concealed Chilled Water FCU 

Airflow Range: 200-1400 cfm 
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• New HFCF vs. Old HFCF

– Basic Offering;

– Value-add Options

– More Compact!

– Better Performance!

– More Convenient for Installation & Service!

– Better Pricing Competitive!
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– Installment Difference

• Competition & Selling Point

• Support  Contact

Redesign Based On Broad VOCs and Benchmark 
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Basic Offering 

Airflow & Model Size Unchanged 

New Current 

Dedicated for Large 
Delta T Use 

Platform version 



Insert Footer ‹#› ©
 I
n

g
e

rs
o

ll
 R

a
n

d
 2

0
0

8
 

Basic Offering 

New Current 

Auto Match 

Listed Separately, Not 
New HFCF Scope 1  

Removed 

1Note: DCBL would continue using current platform until upgrade is done. 

Mid ESP (30pa) Motor Added for Better Fit 

New！ 
12pa 

50pa 
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Basic Offering 

New Current 

Unlock Valve & Control Combination, Much Easier!  
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Basic Offering 

New Current 

No Change  

…… 
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Basic Offering 

New Current 

Standardize Hong Kong Unit   

Dedicated code for HK due to  
unique spec requirements  

2= New HFCF 
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Product Features 

Five Patent Under Application 
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Valuable Options 

4-8 m 

0-2 m 

8-10m  

50pa Motor 

30pa Motor 

12pa Motor 

Full Range Motors Earthwise Coil Thermostat 

E-Heater Factory Mounted Valve 

Default 

+200 mm 

+310 mm 

 

Full Matrix Drain-pan 

Base: 
- Cold Roll Steel 

- Stainless 

Insulation: 
- PE 

- Armaflex 

 

 

 

 

 

 

Rich Options 

(Ducting) 
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New Option – Aux Drain-pan 

“L” Application 

“I” Application 

Higher Flexibility &Prevent  Piping Condensation 
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Option Benchmark 

Rich Option to Compete 

Trane Carrier Mcquay York Sinko 

2+1R Coil 

3+1R Coil 

4R Coil 

Earthwise 

Coil 

E-heater 

Armaflex 

D-pan 

Special Special 
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Optimized Design Point (Mid/Low Speed) 

No Need to Select A Larger Size To Compete 

Revised Design Point (Mid/Low Speed)per Designer’s Selection Preference 

High Middle Low

HFCF02 340 280 180

HFCF03 510 410 270

HFCF04 680 550 350

HFCF05 850 690 440

HFCF06 1020 830 520

HFCF08 1360 1100 690

HFCF10 1700 1360 860

HFCF12 2040 1630 1020

HFCF14 2380 1900 1190

High Middle Low

12Pa 12 12 12

30Pa 30 30 30

50Pa 50 50 50

Model
Airflow

High Middle Low

HFCF02 340 270 190

HFCF03 510 400 260

HFCF04 680 530 340

HFCF05 850 670 430

HFCF06 1020 790 480

HFCF08 1360 1060 710

HFCF10 1700 1360 850

HFCF12 2040 1670 1150

HFCF14 2380 1900 1300

High Middle Low

12Pa 12 7.5 3

30Pa 30 19 7.5

50Pa 50 32 12.5

Model
Airflow

New Current 
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More Compact 

Large Foot Print Issue Solved / No Problem for Retrofit! 

Company 2# 3# 4# 5# 6# 8# 10# 12# 14# Avg

New HFCF 648 798 898 978 1183 1423 1543 1783 1963 1246

Old HFCF 648 883 983 1103 1153 1433 1683 1853 1983 1302

42CE (Carrier) 690 770 890 970 1090 1410 1530 1770 2010 1237

YGFC (York) 730 830 930 1030 1150 1450 1550 1750 2050 1274

MCM (McQuay) 675 815 915 995 1095 1425 1525 1725 1985 1239

SGCR (Sinko) 726 826 926 1026 1126 1406 1746 1946 2146 1319

Unit: mm Unit Length 

Unit Height 

New HFCF 238

Old HFCF 228

42CE (Carrier) 220

YGFC (York) 228

MCM (McQuay) 226

SGCR (Sinko) 223

Unit Width 

New HFCF 480

Old HFCF 487

42CE (Carrier) 466

YGFC (York) 473

MCM (McQuay) 465

SGCR (Sinko) 465
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Better Performance 

0

2

4

6

8

10

12

14

02# 03# 04# 05# 06# 08# 10# 12# 14#

Cooling Capacity - 3 Row 

Trane-Old Trane-New

kW 

Model 

+5% 

-7% 
+1% 

+1% 
+2% 

+9% 

+1% 

+1% 

+3% 

Average 2% Up & 9% Up for size 08 
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Better Performance 

Average 14% Up & 28% Up for size 02 / Try 2 Row to Achieve Pricing Advantage 

0

1

2

3

4

5

6

7

8

02# 03# 04# 05# 06# 08#

Cooling Capacity – 2 Row 

Trane-Old Trane-New

kW 

+28% 

+6% 

+6% 

+11% 

+9% 

+22% 

Model 
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0

2

4

6

8

10

12

14

02# 03# 04# 05# 06# 08# 10# 12# 14#

Cooling Capacity (Earthwise Coil) – 3R kW 

Better Performance 

Earthwise Coil (5/13C) 

Standard Coil (7/12C) 

Model 

Dedicated Coil Design and Excellent Performance 
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Better Performance 

Keep Noise Advantage and Optimize for Small Sizes (Hotel, Bedroom Application) 

02# 03# 04# 05# 06# 08# 10# 12# 14#

Trane-Old 36 35 38 42 44 45 46 49 51

Trane-New 34.5 35.5 36.5 40.5 45 44.5 46.5 49 51

30

35

40

45

50

55

Noise Level – 12Pa, All Coils 

Trane-Old Trane-New

dB(A) 
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Great Improvement in Labor Saving!  

① Plenum Top Sheet 

② Plenum Left Sheet 

③ Plenum Right Sheet 

④Plenum Bottom Sheet 

⑤Air Duct 

⑥Unit Top Sheet 

⑦Fan Mount Sheet 

① 

② 

③ 

④ 

⑤ 

⑥ 

⑦ 

Competitor New HFCF 

①②③④⑤⑦ ④⑦ 

Need to Remove below sheets before coil cleaning 

More Convenient 

1. Patented Design for Coil Cleaning 
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Average 15% Transfer Pricing Down 

Better Pricing Competitive 

Model
LP 

($)
MPM FAP

TP

($)

LP 

($)
MPM FAP TP

02 436 72 383 63 12%

03 513 85 461 76 10%

04 610 101 486 80 20%

05 678 112 526 87 22%

06 711 118 572 95 20%

08 827 137 800 132 3%

10 976 161 854 141 13%

12 1133 187 958 159 15%

14 1197 198 1017 168 15%

130 111 15%

Old New

TP Down

1.1031 0.15 1.1031 0.15

List Price Down 
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Installment Difference 

Better Highlight to Customer In Advance  

Old HFCF is ¾” 

Old HFCF is ¾” 

For 4-Pipe Unit Only 
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Competition 

Standardized 4R Coil to Deliver Max Cooling Capacity 

0

2

4

6

8

10

12

14

16

02# 03# 04# 05# 06# 08# 10# 12# 14#

Max Cooling Capacity at Same Airflow 

Trane Carrier York Sinko

3 Row 

4 Row (+14%) 

Competitors have to use a bigger size to compete, more expensive & noisy! 

kW 
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Competition 

Best Noise Performance 

-2

-1

0

1

2

3

4

5

02# 03# 04# 05# 06# 08# 10# 12# 14#

dB(A) 

Carrier  York Sinko 

Noise Level (vs. Trane) – 12pa motor 

Note: follow same testing 

standard (GB19232-2003) 

Larger = 

Louder 
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Selling Point  

The Value We Could Deliver 
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Support Contact 

Contact Us If You Need More Insights About This Product ! 

If you have more questions about this product, pls. contact:  

 

Deng Kai 

Product Sales Support Engineer (Zhongshan Factory) 

Email: Kai.Deng@trane.com  

Office Phone #: 86-760-8828 8583 

 

Vincent Lai 

Product Sales Support Manager (Zhongshan Factory) 

Email: Vincent.Lai@irco.com 

 Office Phone #: 86-760-8828 8525 

 

Zheng Gang 

Terminal Product Manager (Shanghai) 

Email: Gang.zheng@trane.com 

Office Phone #: 86-21-2221 5138 

mailto:Kai.Deng@trane.com
mailto:Vincent.Lai@irco.com
mailto:Gang.zheng@trane.com
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Thank you! 






